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CANFD-6E recorder product specification

Model: CANFD-6E recorder

I. Power Supply

1、 Battery power: Built-in 2500mAh (16650) large capacity battery, can run for 7.5
hours without power supply.

2、 USB power supply: 5V power supply through USB cable, which can be
connected to mobile phone charger/ computer/charging bank.

3、 DC power supply: 9V-36V wide range power supply, 0. 5A.

II. MAIN FEATURES

1、 Off-line recording: no need to connect to the computer, directly powered to
record all data on CAN/CANFD bus.
2、 TF card storage: Standard 64G SanDisk class 10 high-speed TF card, can store
700 million frames of CAN/CANFD data.
3、 TF card storage capacity limit: unlimited, optional. Test 1T can store 11.2 billion
CAN/CANFD data frames.

4、 Offline playback: The saved data can be sent back to the CAN/CANFD bus in its
original form, and the analog device sends signals.

5、 Off-line relay: Between CAN/CANFD1~CAN/CANFD6, intelligent relay, direct
forwarding or rewrite forwarding can be performed.

6、 All CAN lines: support CAN/CANFD.
7、 Built-in clock: can save the received Beijing time for each frame of data.
8、 Data storage format: txt, csv, asc,.can, bin, can (CANpro).

III. Interfaces

1、 POWER: Power switch. Long press to turn on/off. Double-click to pause read/write TF
card for hot-swapping.

2、 USB-B: You can configure the Beijing time/power supply/charging/copy TF
card data through the PC (the USB port cannot read CAN data in real time).
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3. Type-C: High-speed TF card read/write, USB 3.0 read speed up to 90MB/s. Supports power
supply/charging/TF card data transfer (USB port cannot read CAN data in real-time).

4. TF Card: Standard TF card included.

5. LED1-7/LEDA-G: LED indicator lights.

6. - + PE: Switching power supply input. 9~36V.

7. CAN1 HGL: CANFD1 channel, supports CAN/CANFD, baud rate 10k-5M.

8. CAN2 HGL: CANFD2 channel, supports CAN/CANFD, baud rate 10k-5M.

9. CAN3 HGL: CANFD3 channel, supports CAN/CANFD, baud rate 10k-5M.

10. CAN4 HGL: CANFD4 channel, supports CAN/CANFD, baud rate 10k-5M.

11. CAN5 HGL: CANFD5 channel, supports CAN/CANFD, baud rate 10k-5M.

12. CAN6 HGL: CANFD6 channel, supports CAN/CANFD, baud rate 10k-5M.

四、Actual product image
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5. Dimensions: 10.3 × 14.7 × 3.9 cm

六、文件格式效果

1、TF卡存储格式

V
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